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canon d40x manual

This Agreement constitutes the complete and exclusive agreement, oral or written, between you and
Nikon. We may be unable to respond to inquiries from individuals who have not purchased our
products. Please note that the manual and the contact information therein are subject to change
without notice. You must reproduce on each copy the Nikon copyright notice and any other
proprietary legends that were on the original. In the event a dispute arises under or in connection
with this Agreement, you hereby consent to personal jurisdiction of Japan and waive any objection
that such forum is inconvenient. You further consent to service of process in any action arising from
this Agreement by regular mail or other commercially reasonable means of receipted delivery. If any
provision of the Agreement shall be determined invalid for any reason, the remaining provisions
shall not be invalidated and shall remain in full force and effect. This Agreement sets forth the entire
agreement and understanding between you and Nikon, and supersedes and replaces any other
agreements relating to the subject matter of this Agreement. The failure of any party to insist upon
strict performance of any of the terms or provisions of this Agreement, or the exercise of any option,
right or remedy contained herein, shall not be construed as a waiver of any future application of
such term, provision, option, right or remedy, and such term, provision, option, right or remedy shall
continue and remain in full force and effect. The headings of the sections of this Agreement are
inserted for convenience only and shall not constitute a part hereof or affect in any way the meaning
or interpretation of this Agreement. Except as otherwise expressly provided herein, the provisions of
section 3 and section 4 together with any provisions that by their express terms apply to periods
after termination of this Agreement, shall survive termination of this Agreement for any
reason.http://www.po-bozp.eu/data/daewoo-frs-u20dai-service-manual.xml

1.0.

To view descriptions, cautions, and download and installation instructions, click “View download
page”.Note that a card reader or other equipment may be required for some firmware updates.
Instructions can be found on the download page. To view descriptions, cautions, and download and
installation instructions, click “View download page”. Register your product online now. View in a
new window Nikon Answers Site We store all resolved problems in our solution database. If you
can’t find a relevant answer, feel free to submit a question to our technical support team.Your
Information First Name required Last Name required Email required Country required United
States Brazil Canada English Canada French Latin America Mexico Other By clicking Sign Up, you
are opting to receive promotional, educational, ecommerce and product registration emails from
Nikon Inc. You can update your preferences or unsubscribe any time. Find it from the “question and
answer”. Keep these safety instructions where all those who use the product will read them.
CDROMs CDROMs containing software or manuals should not be played back on audio CD
equipment. Playing CD ROMs on an audio CD player could cause hearing loss or damage the
equipment. PictBridge is a trademark. All other trade names mentioned in this manual or the other
documentation provided with your Nikon product are trade marks or registered trademarks of their
respective holders. Is there an easy way to take more creative shots. What do I do if flash
photography is prohibited. How do I bring out a portrait subject. How can I get good landscape
shots. How do I take snapshots of my kids. How do I “freeze”. Can I view more information about
photos. Why parts of my photos blink. How do I get rid of an unwanted photo. Can I delete several
photos at once. Can I zoom in on pictures to make sure they’re in focus. Can I protect photos from
accidental deletion.http://ahkjt.com/upfile/daewoo-frs-u20dai-service-manual.xml
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Is there an automatic playback “slide show” option Additional informa tion may be available from the
Nikon representative in your area. See the following URL for contact information This manual has
been written to help you enjoy taking pictures with your Nikon digital camera. Read this manual
thoroughly before use, and keep it handy when using the product. You may find it helpful to
bookmark this section and refer to it as you read through the rest of the manual. Camera Body
Infrared receiver.33 Power switch.4 Shutterrelease button.17. View previous photo Return to
previous menu Press left Cancel Help For help on the current mode or menu item, press the.
P—Programmed auto S—Shutterpriority auto PointandShoot Modes Digital VariPrograms Selecting
a Digital VariProgram automatically optimizes settings to suit the selected scene, making creative
photography as simple as rotating the mode dial. See page 22 for information on changing camera
settings.AC inlet The ENEL9 Rechargeable Liion Battery The ENEL9 is for use with the D40x.
Negative terminal Signal contact Positive terminal 33. Before attaching the DK5 or. Care should be
taken to prevent dust from entering the camera when exchanging lenses. Turn the camera off and
remove the body cap. Remove the rear lens cap from the lens. Keeping the mounting index on the
lens aligned with the mounting index on the camera body, position the lens in the camera’s bayonet
mount and rotate the lens in the direction. Charge the battery using the sup plied MH23 battery
charger as described below. Charge the battery. 1.1 Remove the terminal cover from the battery. 1.2
Connect the power cord to the charger and plug it in. 1.3 Place the battery in the charger. Close the
battery chamber cover. Removing the Battery Turn the camera off before removing the battery. To
avoid shorting the battery, replace the terminal cover when the battery is not in use. Follow the
steps below to choose a language and set the time and date.

No photographs can be taken until the camera clock has been set. Turn camera on. See “Approved
Memory Cards” for information on approved memory cards Insert a memory card. 1.1 Before
inserting or removing memory cards, turn the cam era off and open the card slot cover. Note that
formatting memory cards permanently deletes all photographs and other data they may contain. Be
sure all data you wish to keep have been copied to another storage device before for matting the
card. Before shooting, make sure that the display in the viewfinder is in clear focus. The view finder
can be focused by removing the lens cap and sliding the diopter adjustment control up and down
until the focus brackets are in sharp focus. Turn the camera on. 1.1 Remove the lens cap and turn
the camera on. The moni tor will turn on and the viewfinder display will light. Holding the Camera
Hold the handgrip in your right hand and cradle the camera body or lens with your left. Keep your
elbows propped lightly against your torso for support and place one foot half a pace ahead of the
other to keep you upper body stable. The access lamp next to the memory card slot cover will light.
Do not eject the memory card or remove or disconnect the power source until the lamp has gone out
and recording is complete. Selecting a program automatically optimizes settings to suit the selected
scene, making creative pho tography as easy as rotating the mode dial. Clothing and background
details are vividly rendered while skin tones are given a soft, natural finish. The camera selects the
focus area containing the closest subject. Sports High shutter speeds freeze motion for dynamic
sports shots in which the main subject stands out clearly. The bat tery level and number of
exposures remaining are also displayed. If no photograph is displayed in the monitor, the most
recent pic ture can be viewed by pressing the button 50.

More on Photography All Modes Use the shooting information display Shoot a moving subject or
focus manually Adjust image quality and size Take photographs in one at a time, in bursts, or using
the selftimer or a remote control Use the builtin flash Raise ISO sensitivity when lighting is poor.
Shooting information can also be displayed by pressing shooting mode, by pressing unless white
balance is selected for Custom Setting 11 in Digital VariProgram mode;. AFS and AFC are available
only in P, S, A, and M modes. Focus mode Description Camera automatically selects singleservo
autofocus when subject is judged. This setting has no effect in manual focus mode. Option
Description Camera automatically selects focus area containing subject closest to camera. Default



Closest for P, S, A, and M modes; selected automatically when mode dial is rotated to subject, or
User selects focus area manually, but if subject leaves selected focus area even briefly,. At default
settings, the camera chooses the focus area automatically or focuses on subject in the center focus
area, but the focus area can also be selected manually to compose photographs with the main
subject positioned at either side of the frame. It can also be used when the autofocus system is
unable to focus ommended when using focus lock Focus lock can be used with any focus area. The
shutter release may be dis abled if the camera is unable to focus under these conditions, or the
infocus indicator may be dis played and the camera may sound a beep, allowing the shutter to be
released even when the subject is not in focus. To focus manually, select manual focus mode and
adjust the lens focusing ring until the image displayed on the clear matte field in the viewfinder is in
focus. Photographs can be taken at any time, even when the image is not in focus. Larger, higher
quality images can be printed at larger sizes but also require more memory, meaning that fewer
such images can be stored on the memory card.

Large file size Image Quality and Size JPEG Fine. Choose for images that will be retouched on a
computer. NEF RAW photographs can not be printed by most print services or by direct USB
connection; use PictureProject or Capture NX to print NEF RAW photographs.Mode Description
Single frame Camera takes one photograph each time shutterrelease button is pressed. default
Camera records photographs at up to about three frames per second while shutterrelease button is
pressed. Mount the camera on a tripod or place the camera on a stable, level surface. Select one of
the following shooting modes Mode Description 10s Selftimer Shutter released about 10s after
camera has focused. The flash modes available depend on the mode selected with the mode dial;
note that the builtin flash can not be used in, ital VariProgram modes is automatically restored when
the mode dial is rotated to a new setting or the camera is turned off. Flash modes are described
below. Remove lens hoods to prevent shadows. Lenses that block the subject’s view of the AFassist
lamp may interfere with redeye reduction. The flash has a minimum range of 60cm 2ft. and can not
be used in the macro range of macro zoom lenses. If ISO sensitivity is raised above the base setting
of ISO 100 equivalent, the same exposures can be achieved at faster shutter speeds, preventing blur.
ISO sensitivity can be set to values between ISO 100 and ISO 1600 in steps of 1EV, with a further
high sensitivity setting of HI 1 available for an ISO equivalent of roughly 3200. The monitor turns off
briefly while settings are reset. Custom Settings are not affected. Option Image quality Image size .
Each of these modes offers a different degree of control over shutter speed and aperture Mode
Description Camera sets shutter speed and aperture for optimal exposure. This mode is
recommended for snapshots and other situations in which you want to leave the camera in charge of
shutter speed and aperture.

To take photographs in programmed auto Rotate the mode dial to P. Use slow shutter speeds to
suggest motion by blurring moving subjects, high shutter speeds to “freeze”. Aperture can be set to
values between the minimum and max imum values for the lens. To prevent blurring caused by
camera shake, use a tripod or an optional remote control Shutter speed Description bulb Shutter
remains open while the shutterrelease button is held down. The following options are available when
the mode dial is rotated to P, S, A, or M matrix metering is used in other modes Method Description
Recommended in most situations. Camera meters a wide area of the frame Matrix and instantly sets
exposure according to distribution of brightness, color, dis tance, and composition for natural
results. This can be prevented by using autoexposure lock. Select mode P, S, or A and choose
centerweighted or spot metering exposure lock has no effect in mode M. It is available only in P, S,
and A modes and is most effective when used with centerweighted or spot metering 45. Flash output
can be increased to make the main subject appear brighter, or reduced to prevent unwanted
highlights or reflections. Use under fluorescent lighting. Use with subjects lit by direct sunlight. Use
with builtin flash or optional Nikon flash units. Use in daylight under overcast skies. Use in daylight
with subjects in the shade. Use gray or white object or existing photograph as reference for white



balance 70. The following operations can be performed in fullframe playback View additional
photographs View photo. File Information Protect status. Details may be lost “washed out” in areas
of highlights that are overexposed.The following operations can be performed Zoom in and out View
other areas of image View other images Cancel zoom Delete photo Protect photo Exit to shooting
Shutter button.

Protected files can not be deleted using the button or the Delete option in the playback menu, and
have DOS “readonly” status when viewed on a Windows computer. The supplied PictureProject
software can then be used to copy photographs to the computer, where they can be organized,
retouched, and printed. Before Connecting the Camera Install PictureProject from the supplied
installer CD. Mac OS X Drag the camera volume “NIKON D40X” into the Trash. During Transfer Do
not turn the camera off or disconnect the USB cable while transfer is in progress. The menu shown
at right will be displayed. Press the multi selector up or down to highlight an option and press to the
right to select. The menu shown at right will be displayed. Press the multi selector up or down to
highlight an option and press to the right to select. Use of an optional EH5 AC adapter and EP5 AC
adapter connector is recommended for extended playback Choose the appropriate video mode Turn
the camera off. To view the menus, press the Choose from playback, shooting, Custom Settings,
setup, retouch menus see below If “” icon is displayed, help for the current item can be viewed by
pressing button. Select menu. Position cursor in selected menu. Display options. Make selection.
Press the shutterrelease button halfway to exit the menus and return to shooting mode.Option
Description Delete. This option is Current selected automatically when a photo is taken. If a memory
card default is inserted and this option selected before photos have been taken, a message stating
that the folder contains no images will. The following options are available Option Description Frame
interval Choose how long each picture will be displayed.Option Description Optimize images
according to scene. Choose high settings for sharp outlines, low set tings for softer outlines. White
Balance P, S, A, and M Modes Nine options are available for white balance. See “Reference White
Balance” 49.

A standard gray card can be used as a reference in studio settings. Do alter exposure from the value
selected by the camera; when shooting in mode M, use the electronic analog exposure display to
select optimum exposure. Note that if a new value is measured for white balance, white balance will
be set to the mea sured value even if Use photo is currently selected in the preset white balance
menu. Noise Reduction Photographs taken at high sensitivities or at shutter speeds of 8s or slower
can be processed to reduce “noise” in the form of mot tling or randomlyspaced, brightlycolored
pixels. Choose from the following options Option Description Photographs taken at ISO sensitivities
over ISO 400 or at shutter speeds of about 8s or. TTL default Flash output is adjusted automatically
in response to shooting conditions. Manual The flash fires at the level selected in the menu shown at
right. The default setting is 10s. 17 Remote on Duration Choose how long the camera will wait for a
signal from the remote before cancelling delayed or quickresponse remote modes 33. Selected items
are indicated by a check mark. Highlight Done and press OK to return to the list of menu names
shown in Step 1. Select On to automatically display shooting information after the shutterrelease
button is released. If Custom Setting 7 Image review is off, shooting information will also be
displayed after a photograph is taken. Comments can be viewed in Capture NX available separately;.
For example, if the folder NIKON is selected for Select folder, photographs in all folders named
NIKON 100NIKON, 101NIKON, 102NIKON, etc. will be visible when Current is selected for
Playback folder . Highlight On and press OK. The message shown at right will be displayed and
“rEF” will be appear in the viewfinder. With the lens ten centimeters four inches from a welllit,
featureless white object, frame the object so that it fills the viewfinder and then press the
shutterrelease but ton halfway.

Confirm the effects of red eye correction and create a corrected copy as described in the following



table. Note that redeye correction may not always produce the expected results and may in very rare
cir cumstances be applied to portions of the image that are not affected by red eye;. Selecting Sepia
or Cyanotype displays a preview of the selected image; press the multi selector up to increase color
saturation, down to decrease. Press OK to create a monochrome copy and return to fullframe
playback. Highlight Choose size. Highlight desired picture size. Highlight Select picture. Select
pictures 65. Selected pictures are marked with Highlight Yes. The new picture is saved at current
image quality and size settings; before creating an overlay, set image quality and size available.
Image Overlay Only RAW photographs created with the D40x can be selected for image overlay.
Other images are not displayed on the selection screen. The overlay has the same photo info
including date of recording, metering, shutter speed, aperture, exposure mode, exposure
compensation, focal length, and image orientation and values for white balance and optimize image
as the photograph selected for Image 1. When used with compatible flash units such as the optional
SB400, SB800, and SB600 Speedlights or SBR200 wireless remote Speedlight, the D40x supports
the advanced Nikon Creative Lighting System CLS, including iTTL flash control and Flash Color
Information Communication. Negative voltages or voltages over 250V applied to the accessory shoe
could not only prevent normal operation, but damage the sync circuitry of the camera or flash.
Before using a Nikon Speedlight not listed in this section, contact a Nikonauthorized service
representative for more information. If the Speedlight supports the Creative Light ing System, refer
to the section on CLScompatible digital SLR cameras. The D40x is not included in the “digital SLR”
category in the SB80DX, SB28DX, and SB50DX manuals.

Use the CPL circular polarizing filter instead. Nikon recommends that the camera be inspected by
the original retailer or Nikon service representative once every one to two years, and that it be
serviced once every three to five years note that fees apply to these services. Nikon recommends
that the filter be cleaned only by Nikonauthorized service personnel. To prevent the camera from
powering off while the mirror is raised, use a fullcharged battery or an optional EH5 AC adapter and
EP5 AC adapter connector Remove the lens and turn the camera on. Keep dry This product is not
waterproof, and may malfunc tion if immersed in water or exposed to high levels of humidity. The
D40x, however, is designed to be used with inter changeable lenses, and foreign matter may enter
the camera when lenses are removed or exchanged. Refer to the page numbers in the rightmost
column for more information. Problem Camera takes time to turn on. AFassist illuminator does not
light. Shutter release is disabled. No photo taken when remote con trol shutterrelease button
pressed. Only one shot taken each time shut terrelease button is pressed in con tinuous shooting
mode. Shooting data appear on images. A graph appears during playback.Format memory card. If
error — occurs with ink remaining in printer, check printer status. Press shutterrelease button
again. If error persists, consult with Nikonauthorized service representa blinks tive. Contact
Nikonauthorized service representative. blinks button. Changes to the affected setting are visible in
the viewfinder and shoot ing information display. Exposure Choose a combination of aperture and
shutter speed flexible program, mode P;. Image quality Image size — FINE NORMAL BASIC. Nikon
will not be held liable for damages that may result from any mistakes that this manual may contain.
See USB, Mass Highlights, 52 Histogram, 52, 92 Matrix. Please choose a different delivery location.

Our payment security system encrypts your information during transmission. We don’t share your
credit card details with thirdparty sellers, and we don’t sell your information to others. Please try
again.Please try again.Then you can start reading Kindle books on your smartphone, tablet, or
computer no Kindle device required. Register a free business account If you are a seller for this
product, would you like to suggest updates through seller support To calculate the overall star
rating and percentage breakdown by star, we don’t use a simple average. Instead, our system
considers things like how recent a review is and if the reviewer bought the item on Amazon. It also
analyzes reviews to verify trustworthiness. Please try again later. SRD 5.0 out of 5 stars. You have
two options for using this camera with Dragonframe Use a separate video camera or USB camera to



provide live video. Work without live video, capturing preview frames instead. See User Guide in
Help Menu . Camera Settings Dragonframe controls the Nikon D40X ISO, shutter speed, aperture
with digital lens, image quality, and size. Manual Lens to Avoid Flicker To avoid flicker that can be
caused by electronically controlled aperture lenses, please use a manual Nikon lens D series. Learn
More about Aperture Flicker. Controls marked with an asterisk have multiple functions. Use the
advanced exposure modes on your Nikon D40 or D40X digital camera a couple of ways Adjust the
aperture f stop to manipulate depth of field the zone of sharp focus; and adjust shutter speed to
determine if moving objects appear sharply focused or blurry. You also gain access to picture
options not available in Auto or Digital VariProgram scene modes. When not writing, King teaches
digital photography at such locations as the Palm Beach Photographic Center. A graduate of Purdue
University, she resides in Indianapolis, Indiana. This compact Nikon D40X DSLR equipped with a 10.

2 MP APSsized DX format CCD sensor and Nikon imageprocessing engine delivers highquality
images with vivid color and sharp detail. The 3D Color Matrix Metering II for ideal exposures even in
challenging lighting conditions. The advanced 3area auto focus system and refined algorithms for
fast, efficient and precise autofocus. Other highlights include 2.5inch LCD display, 3fps burst
shooting, 8 digital variprogram modes and incamera image editing function provides greater
creative freedom. Please include instock products and preorder products in separate orders. You
must also reserve different preorder products separately, instead of including them in one order.
Payment will be debited when stock is available and product is shipped to your address. We only
accept credit card as a method of payment for preorder items. Please include instock products and
preorder products in separate orders. You must also reserve different preorder products separately,
instead of including them in one order. Please include instock products and preorder products in
separate orders. You must also reserve different preorder products separately, instead of including
them in one order. Please include instock products and preorder products in separate orders. You
must also reserve different preorder products separately, instead of including them in one order. All
you need to do is add your name and email address and click the button. We’ll email you when this
product is ready to purchase. We will send you periodic emails dependent on your country. You have
the right to object to certain processing activities of your personal data. You can unsubscribe any
time by clicking the unsubscribe link in the email. We’ll send you an email as soon as it is available.
You only need to turn on the camera’s AUTO mode, look through the clear, bright viewfinder and
shoot. The D40X responds fast so you can capture moments as they unfold, and its 10.

2 megapixel resolution and worldclass Nikkor lens deliver consistently sharp, vibrant images. The
Help menus are available at the press of a button and work like a builtin instruction manual, with
advice and directions for every camera setting. With every feature, button and menu designed to
work together for a smooth, seamless performance, the D40X will bring out the best in you and your
images. Highperformance image processing engine for naturallooking pictures with truetolife colors
and tones. Nearinstant 0.18s startup time. Ready in 0.18 seconds after turning on the camera, the
D40X empowers you with the speed to act on the spur of the moment. 3 fps continuous shooting.
With the ability to take up to 100 JPEG images FINE Lsize or smaller at approx. 3 frames per second,
the D40X is able to capture it all, even when the action is fast. Bright and clear viewfinder with 0.8x
magnification for precise composition. Razorsharp 3area Autofocus. Whether you are at the beach,
at the football or in an amusement park, the D40X will focus quickly and accurately— even after
sunset. Large, bright 2.5inch LCD monitor makes it a pleasure to review and edit your shots.
Rechargeable Liion Battery take up to 520 shots in singleframe shooting mode measured according
to CIPA standards, with Builtin Flash used for 50% of the shots. Handy Assist Images help you to
select the right camera settings by illustrating the compositions and scenes that you might want to
choose a particular function for. 8 Digital VariPrograms automatically optimize the camera settings
to produce great results in any condition. Easytouse Retouch Menu makes it simple to edit and
enhance your pictures in the camera. Compatible with world famous, highquality Nikkor lenses.



Supports the advanced Creative Lighting System when using Nikon’s external Speedlights. Turns
the darkest situations into dazzling photo opportunities.

See also my Guide to Nikon AF Settings for and that you may simply grab the lens focus ring at any
time for manual focus.D40x D40X Camera Manual D40X Camera Manual. Product 15546 0 0.0 Be
the first to write a review Write or read ratings and reviews for this product. 24 Mar 2015 Nikon
D40X PDF User Manual, User Guide, Instructions Download, Nikon D40X Owners Manual View
Online. The D40X is a lightweight and portable camera that proves that it can be like a builtin
instruction manual, with advice and directions for every camera setting. By clicking “I agree Begin
download” button on this page in order to start downloading the Manual, you indicate your
acceptance of this Agreement and are For more examples of why youd want to change these settings
and why, also see my Maui Photo Expedition page. Heres Nikon USAs original manual if youve View
and Download Nikon D40X user manual online. Nikon digital camera User Manual D40x. D40X
Digital Camera pdf manual download.Sample foreclosure counterclaim hoepa, Sample employment
discrimination complaint, Kanye west golddigger sample, Cheap contract car hire, Roux receipt.
Reload to refresh your session. Reload to refresh your session. In this document are contains
instructions and explanations on everything from setting up the device for the first time for users
who still didn’t understand about basic function of the camera. Nikon D40x user manual PDF is a file
format designed to present documents consistently across multiple devices and platforms. It was
developed by Adobe 1992 and has since become one of the most widely used formats for saving and
exchanging documents.It also contains page layout information, which defines the location of each
item on the page, as well as the size and shape of the pages in the document. This information is all
saved in a standard format, so the document looks the same, no matter what device or program is
used to open it.


